
 

 

Data Sheet  

CL10 – CL60  

 

 

 

Model 
Free 

Speed 
Noise 
Level 

Air Hose Bore 
Air 

Consumption 
Torque 
Range 

Vibration 
Level 

Fastening Capacity 

6kg/cm
2 5kg/cm

2 
aaMachineaa 

Screw Dia 
aaTappingaa 

Screw Dia 

 
R.P.M. ±2bBA mm mm m

3
 /min Kgf~cm ms

2 T 2.0T 

CL10 1000 72 5.0 5.0 0.2 0.5~2 <1.0 M1.0 ~ M2.2 M1.1 ~ M1.7 

CL20 1000 72 5.0 5.0 0.2 1~8 <1.0 M1.7 ~ M3.3 M1.3 ~ M2.7 

CL30 1800 74 5.0 6.35 0.28 2~16 <1.2 M2.2 ~ M4.2 M1.7 ~ M3.2 

CL40 1000 74 5.0 6.35 0.28 5~30 <1.2 M2.8 ~ M5.0 M2.3 ~ M4.0 

CL45 800 78 6.35 8.0 0.3 8~40 <1.6 M3.0 ~ M5.7 M2.7 ~ M4.4 
Note Models CL10 - CL45 Have an overall length of 210mm - Weigh 510g and are 29mm in diameter 

  

CL50 1400 78 8.0 9.5 0.55 7~50 <2.5 M2.9 ~ M6.0 M2.6 ~ M4.9 

CL55 1000 78 8.0 9.5 0.55 7~65 <2.5 M2.9 ~ M6.4 M2.6 ~ M5.4 

CL60 550 78 8.0 9.5 0.55 15~95 <2.5 M4.1 ~ M7.0 M3.3 ~ M6.0  
Note Models CL50 - CL60 Have an overall length of 245mm - Weigh 830g and are 37mm in diameter 

  

All drivers have a torque tolerance of ± 3 % and accept bits 6.35mm (1/4" ) Hex 

 


