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CP10 1000 72 5.0 5.0 0.2 0.5~2 <1.0 M1.0 ~ M2.2 M1.1 ~ M1.7 

CP20 1000 72 5.0 5.0 0.2 1~8 <1.0 M1.7 ~ M3.3 M1.3 ~ M2.7 

CP30 1800 74 5.0 6.35 0.28 2~16 <1.2 M2.2 ~ M4.2 M1.7 ~ M3.2 

CP40 1000 74 5.0 6.35 0.28 5~30 <1.2 M2.8 ~ M5.0 M2.3 ~ M4.0 

CP45 800 78 6.35 8.0 0.3 8~40 <1.6 M3.0 ~ M5.7 M2.7 ~ M4.4 
Note Models CP10 - CP45 Have an overall length of 180mm - Weigh 470g and are 29mm in diameter 

  

CP50 1400 78 8.0 9.5 0.55 7~50 <2.5 M2.9 ~ M6.0 M2.6 ~ M4.9 

CP55 1000 78 8.0 9.5 0.55 7~65 <2.5 M2.9 ~ M6.4 M2.6 ~ M5.4 

CP60 550 78 8.0 9.5 0.55 15~95 <2.5 M4.1 ~ M7.0 M3.3 ~ M6.0  
Note Models CP50 - CP60 Have an overall length of 215mm - Weigh 790g and are 37mm in diameter 

 

 


